LANDSKROON

TARPAULINS NETTING FABRICS

TAPE FABRIC expert Product Sheet

Description
Strong and durable PE tape fabric, both sides coated. Medium UV resistance.

Weldable with both Hot air and hotwedge

Applications
Multi purpose fabric for all industrial, construction, agricultural and leisure applications. E.g. tarpaulins, pool covers,

protective packaging, tents etc.

Programme

Size(s) 2,05 x 100 m

Colour(s) natural, blue, olive green, grey, white, black/green, black/blue
Packing roll, core diameter 50mm, 23 rolls per pallet

Material

Raw material HDPE fabric, LDPE coating

Yarn MD/CD folded tape, 1000 D

Construction MD/CD 14 /12 inch?

Properties Test method Value Unit
Fabric weight 200 g/mz
Tensile strength MD/CD ISO 1421-1 1100/900 N/5cm
Elongation MD/CD ISO 1421-1 22/21 %
Tear strength MD/CD ISO 4674-1 145 /150 N
Temperature resistance -40 / +80 c°

UV stability 300 Kly

All data are average values only to be used for reference

Warranty

3 year UV degradation based on Western European conditions
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Blue RAL 5002

Natural Green RAL 6005 Grey RAL 7037

White RAL 9016 Green RAL 6005/ Black RAL 9011 Blue RAL 5002/ Black RAL 9011
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